
 

FLEX-Elektrowerkzeuge GmbH
Bahnhofstraße 15
71711 Steinheim
Phone +49 7144 828-0
Fax +49 7144 25899
info@flex-tools.com
www.flex-tools.com

360° cross-line laser with receiver mode

ALC 3/360-G/R 10.8 Set Order number 500.739

360° cross-line laser with receiver mode

+ With one horizontal and two vertical 360° laser lines, individually switchable
+ The lines are at 90° to each other and allow for quick alignment and assembly
+ Plumb function, the vertical cross points are automatically the plumb point
+ Specially coated glasses ensure clean and high-precision laser lines.
+ The green line is easily visible, even in bad lighting conditions
+ Extended range of 100 m, with receiver up to 120 m working range
+ Self-levelling
+ Optical warning signal when self-levelling range exceeded
+ On/Off switch for self levelling function, so that the laser beam can be adjusted manually
+ Brightness control across 3 levels, selection according to ambient brightness or battery
status. Level 1 is also the receiver mode
+ Dust- and splash-proof
+ 1/4" and 5/8" thread for tripod
+ With vertical and horizontal levelling the ALC is best suitable for interior finishing, for setting
out doors, windows, walls, cupboards, and mirror tiles etc. And for many different setting out
jobs on the building site
+ FLEX battery system: suitable for all FLEX 10,8 V battery packs
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